Aqua-flo Pumps for Spas

Flo-Master XP3

Flo-Master XP3
the power behind the performance of your spa

¢ Booster jet pumps

» |deal for swim spas and high-flow requirements
* Dual-speed

e Flow rate up to 350 GPM

* 56 [rame molor

» 2.5" intake and discharge

Dimension and Performance Curves XP3
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Flow Rate (GPM)

Flo-Master XP3 Series, 60Hz, 56 Frame

Dual-speed, 2 ¥2" intake & discharge

Part No. hp Volts A(High) A (Low) OP.HP* Hi-Flow GPM
08326000-2041 3.0 230 10.0 3.2 2:5 200
08330002-5041 4.0 230 12.0 3.9 3.0 250
08342761-2041 5.0 230 15.0 4.5 4.0 325

Every pump comes with 2 compression fittings & without cord,

* OPHP refers to operational duly horsepower,




Flo-Master XP3 exploded view

Compression fitting
-~ 52202250

XP3 impeller 2.5 OR.HP
91698250
XP3 impeller 3.0 OF.HP
91698300

— XP3 impeller 4.0 QP.HP
91698400

92770735 i Screw 5/8"
Seal replacement for XP3 .~ 99730050
92500150 T / O-ring 234
Wear ring flanged for XP3 " i Jf F 2200220
/ 92830080 L Tail piece fitting 2 1/2"
/ . O-ring for XP3 volute ~ " 91431260
4 92200310 3 i
Replacement cover kit /f _ — — Suction cover for XP3 2 172"~ Union fitting nut 2 1/2"
56911110 S 91231702 " 91431160
T~ ——0-ring for drain plug -,
e 92200060 {7
S - Drain plug 1/4" for XP3

92290070

Flo-Master XP3 Wet Ends 48F

Part No. OP.HP*
91042125-000 2.5
91042130-000 30
91042140-000 4.0

*OPRHP refers to operational duty horsepower.




